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SEAMAN GUNNISON DUO-FLO 
Spray Bar

Our fully circulating DUO-FLO spray bar guarantees 
constant pressure, volume and temperature 
throughout spray bar. 

Interior nozzles avoid clogging.

Hydraulic operation with an optional, pneumatically 
activated, spray bar, allowing for on the fly 
spray-width variation, without losing rate precision.

Variety of nozzles for di�erent applications.

Sprays with precision the 
desired material volume 
regardless of vehicle speed. 
Allows control of all functions 
from truck cab.

SEAMAN PLUS 1 COMPUTER 
RATE CONTROL SYSTEM



HEATING SYSTEM

Electronically ignited, turbo-powered, 
diesel Beckett® burners. Only the best 
heating system for fuel e�ciency and 
low emissions.

TANK

Legendary durability and a perfect 
seal. Mineral wool insulation and 
aluminum jacket. Capacities from 
1,580 Gal to 4,000 Gal.



ECO-SEAMAN FLUSH 
SYSTEM

Our ECO-SEAMAN closed-circuit flush 
system Recycles cleaning solvent used 
to clean pump lines, and prevents 
spillage.

Heavy-duty Danfoss-Power® 
Hydrostatic power system, coupled 
with our 400 GPM positive 
displacement gear pump. With this 
combination, there is no application 
The SEAMAN GUNNISON Asphalt 
Distributor can’t tackle.

ASPHALT PUMP 
AND POWER SYSTEM
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MODEL

COMPUTER 
RATE  CONTROL 

SYSTEM
HEATING 
SYSTEM

FLUSH 
SYSTEM

ASPHALT 
PUMP SYSTEM

OPERATION 
CONTROL SPRAY BAR

Standard

Standard

Standard

2 Electronically 
ignited Beckett 
burners (350,000 
BTU/Hr each)

2 Electronically 
ignited Beckett 
burners (350,000 
BTU/Hr each)

2 Electronically 
ignited Beckett 
burners (350,000 
BTU/Hr each)

ECO-SEAMAN 
Closed Circuit 
Flush System

ECO-SEAMAN  
Closed Circuit 
Flush System

ECO-SEAMAN  
Closed Circuit 
Flush System

400 GPM Positive 
Displacement Gear 
Pump coupled to 
Danfoss Power® 
Hydrostatic Power 
System

400 GPM Positive 
Displacement Gear 
Pump coupled to 
Danfoss Power® 
Hydrostatic Power 
System

400 GPM Positive 
Displacement Gear 
Pump coupled to 
Danfoss Power® 
Hydrostatic Power 
System

Spray start and 
stop from cab 
/Manual 
operation for all 
other functions

All functions 
controlled from 
cab except spray 
width

All functions 
controlled 
from cab

Hydraulically activated 12’ 
Spray Bar (14’ 
Optional)/Manually 
Operated Bar Extensions/ 
Manual spray width 
variation

Hydraulically activated 12’ 
Spray Bar (14’ 
Optional)/Hydraulically 
Operated Bar Extensions/ 
Manual spray width 
variation

Pneumatically activated 12’ 
Spray Bar (14’ Optional)/ 
Hydraulically Operated Bar 
Extensions/ On the fly spray 
width variation from cab
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