
The SEAMAN GUNNISON SYNCHRO Series 
Synchronized Chip Spreaders combine quality 
manufacturing with Computer Rate Control Systems to 
o�er a highly reliable solution to your chip spreading 
process, and optimum results. Spray tack and spread 
chip seal in one pass, from the same vehicle, with total 
control.



COMPUTER RATE CONTROL SYSTEM
FOR BOTH MATERIALS

CHIP
SPREADING SYSTEM

ASPHALT
SPRAYING SYSTEM



CHIP SPREADING 
SYSTEM

Hopper for stone with conveyor 
feeder system into Chip Spreader. 
Individually controlled gates o�er 
maximum on the fly control of 
spreading width. Shaded operating 
platform houses our control panel, 
which slides from side to side, to 
keep operator near the action at all 
times. 

Material tank with SEAMAN GUNNISON’S legendary 
durability, highly reliable Danfoss Power® Hydrostatic 
power pump system coupled to a Viking® Asphalt Pump, 
Seaman DUO-FLO II Pneumatically actuated fully 
recirculating Spray Bar which allows on the fly spray width 
variation and guarantees uniform pressure, volume and 
temperature, Electronically Ignited and Turbo-powered Diesel 
Beckett® Burners for high e�ciency and low emissions and 
our ECO-SEAMAN Closed Circuit Flush System allows 
recycling of cleaning solvent and prevents spillage.

ASPHALT SPRAYING SYSTEM



SEAMAN PLUS 1 
COMPUTER RATE 
CONTROL SYSTEM

Guarantees precise dosage of both 
tack and stone, regardless of vehicle 
speed variations. Housed within our 
sliding control panel, you can count 
on optimum results and big savings 
in your pocket.



TWO VERSIONS

F O R  A L L

NEEDS



Our SYNCHRO 840 version is 
mounted on a tandem axle truck, 
o�ering agility in job sites with 
reduced space and on winding 
roads. 



Our SYNCHRO 960 version is 
mounted on a fifth wheel chasis, 
to optimize your tractor trailer’s 
productivity and o�ers extended 
material capacities. 



SPEFICIFICATIONS

MODEL CONFIGURATION

STONE 
HOPPER 

CAPACITY

ASPHALT 
TANK 

CAPACITY

SPRAY
/SPREAD 

WIDTH

ASPHALT 
PUMP 

SYSTEM

8m³

9m³

4,000L

6,000L

3.66m

3.66m

140 GPM Viking® 
Asphalt Pump coupled 
to DANFOSS POWER® 
Hydrostatic Power 
System

140 GPM Viking® 
Asphalt Pump coupled 
to DANFOSS POWER® 
Hydrostatic Power 
System

Truck mounted

Fifth wheel 
chassis mounted 
with auxiliary 
motor

CLEANING
SYSTEM HEATING SYSTEM

COMPUTER RATE 
CONTROL SYSTEM

Standard 
for both 
materials

Standard 
for both 
materials

ECO-SEAMAN 
Closed Circuit 
Flush System

ECO-SEAMAN 
Closed Circuit 
Flush System

1 Electronically ignited 
Beckett burners
(350,000 BTU/Hr)

2 Electronically ignited 
Beckett burners 
(350,000 BTU/Hr each)
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